AD 675675

CANADIAN

BUILDING DIGEST

DIVISION OFf BUILDING RESEARCH e NATIONAL RESEARCH COUNCIL

J

oY 7

T

CANADA

WINDOW AIR LEAKAGE

by J. R Sasaki and A. G. Wilson

Cracks around windows  re usuadly the
major source of the air leakage that affects so
significantly the performance of buildings. Air
infiltration increases the heating load in winter
and mayv limit comfort conditions adjacent to
windows inair conditioned buildings it in-
creases the cooling load in summer. On the
other hand, it provides some or all of the
outside air needed to control odours and rela-
tive humidity in buildings without mechanical
ventilation, and may supph as well the air
reqrred for the combustion of fuel tor heat-
nyg

A leakage aronnd windows also aftects the
pertormance of the windows themselves. The
conficuration of the air flow path is important
swith respect to their resistance to rain leakage
and dust penctration. and with double win-
dows Lareelv determunes the conditions under
which condensation hetween panes will oceur.

It is the purpose of this Digest to discuss
the smphcations of window air leakage, its
charactonstios and eniteria. Much that s said
mav be apphed to air leskave around closed
doors  Leabave throneh doors having a hich
tratfic rate v espeaadle aenificant and s a
separate problem

Implications of Air Leakace

In w tvpueal air conditioned office building
cquipped wath Toose doubl - windows 2 ofm ft
of crack at 0.30 i, water) that take up a
third of the gross outer wall arca, window air
Jeakage contributes approvimately 435 per cent
of the wall heat gain in summer and 60 per
cent of the wall heat loss in winter under
design weather conditions. In the same build-
e cguipped with very tight windows (0.1
ofm ft of crack at 030 in. water) window air

leakage contributes approximately 4 per cent
of the wall heat gain in summer and § per
cent of the wall heat loss in winter. The pro-
portion of the total building heat gain or loss
from window air leakage depends on the
building desien and use. It will usuallv be
quite a small percentage of the total cooling
requirements; for example. 4 per cent with the
loose windows and 4§ per cent with the tight
windows referred to above. For heating the
values nuy be 16 and 1 per cent respectively.,
It might be noted that desivn weather con-
ditions occur infrequentlv and that for most of
the vear the percentage of the heat loss or
gain from wir leakaze will he lesy than the
ficures refened to above

In buildings with mechomical ventilation,
window tightness need onlv he lnnited by
cconomics. assuming that the ventidation sys-
tem provides the wnnber of air chanwes re-
ored to control odour and Bomdeey . With-
ont air conditioning it ;s uaallv necessan tao
have operable windows since niedanieal ven-
tilation systems genetallv do not provide saf-
ficient ventilation and o e cment for sume-
mer comtort.

In buildiges without mechanical ventilation
window  tizhtness Iimited by the
minimmm outdoor air requirament The honrlv
air change required to control adonrs depends
on the use and occupaney of the banlding, for
houses the minimum accepted at present s
about 03 although it is possible that slightly
lower values wonld be acceptable to some
fannlies "This ventilation rate o @ieater may
he requited to prevent excessive relative hu-
midity in omany honses (see CBD 10 Infil-
tration also provides the furnace air require-

may he
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ment. For a relatively tight insulated house air
needed for combustion under design weather
conditions amounts to about % air change per
hour; adding an cqual amount for the control
of chimney draft brings the total to about X
air change per hour.

Air leakage into buildings varies markedly
with weather conditions; it may provide ade-
quate air change rates under some weather
conditions and either excessive or inadequate
rates under others. In a well insulated bunga-
Jow with loose windows and doors (2 ¢fm ft
of crack at 0.30 in. water) air infiltration can
easilv amount to one air chiange per hour and
contribute up to 3¢ per cent of the total heat
loss under design weather conditions. With
very tight windows (0.1 c¢fin ft of crack at 0.30
in. water! and weatherstripped doors, air leak-
age could be reduced to % air change and
amount to only 3 per cent of the total heat loss
under design conditions. In such a tight house
it would be necessary to induce additional ven-
tilation throuch open windows or other means
and provide a separate air supply for com-
bustion. Thus it is not possible on the basis of
fucl cconomy 1o justify this degree of air tight-
ness with operable windows. With the aid of
weatherstripping windows availuable at present
can provide air leakage rates down to 4 ¢fm
per foot of crack at 030 inch water (Fig. 1).
Such windows. with weatherstripped  doors.
are hikely to limit house ventilation rates to %
air change per hour under design weather
conditions in most of Canada.

In designing double windows to overcome
condensation between panes the air leakage
rate of the inner glazing assembly should not
exceed about 01 ofm per foot at 0.30 inch
water (see CBD 3). This is readily achieved
with double glazing in a single sash where air
flow between sash and frame bypasses the air
space. To achieve this degree of air tightness
between sash and frame while retaining ease
of operation, as would be required for win-
dows with independently operating inner and
outer sash, requires an unusual quality of
deaon. Windows of this tightness are some-
times specified by architects for air conditioned
buildings or for buildings having special re-
quirements where a custom design can be justi-

fied.

In order to appreciate fully the significance
of the window air leakage values referred to
above, a knowledge of the mechanism of win-

dow air leakage and current window air leak-
age criterta s required.
Window Air Leakage Characteristics

Window air leakage is the flow of air around
a closed sash and through a frame that results
from a pressure difference acros~ the window.
Significant air leakage can also take place
between the window frame and the surround-
ing construction; but this depends on construc-
tion details and workmanship and is not a
characteristic of the window.

The relationship between air flow and pres-
sure difference across a window can be ex-
pressed as Q = ch”, where Q is the window
air leakage and h is the pressure difference.
The pressure difference acting across a0 win-
dow in a building is the net result of the ac-
tions of wind, mside to outside air temperature
difference and  ventilating  equipment  (see
CBD 23). The value of the ~xponent, n, falls
between B and 1 depending on the c¢harac-
teristics of the cracks and the pressure differ-
ence; at typical design pressure differences it
is closer to % for units with cracks of normal
width and closer to 1 for units having un-
usually narrow cracks. The geometry factor,
¢, Increases as the amount or length of crack
increases; the reciprocal is a measure of the
window tightness or resistance to air flow,

Resistance to air flow through a given
amount of crack increases as the length of path
through the crack increases or as the effective
crack width or clearance decreases. This clear-
ance depends on the alignment of mating
surfaces and on the effectiveness of locking
devices. In general. increasing tightness results
m more difficult sash operation.

The tightness of any window arrangement

can usually be increased significantly: by the
use of weatherstripping — any mutenial or
device introduced between the sash and frame
to decrease the clearance or increase the
length of the air flow path without interfering
with the sash operation. Weatherstnpping
should be capable of convenient replacement
and of withstanding wear and  weathering
over a long period without loss of effective-
ness

In double windows having independently
operating inner and outer sash the resistance
to air flow depends on the tichtness of both
units. In order to contrel condensation be-
tween panes, howevir, it is necessary to provide
essentrallv all the resistance to air flow at the
inner umt (see CBD 5).
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WINDOW AIR LEAKAGE CHARACTERISTICS

The air pressure difference across windows
also provides the force that causes rain pene-
tration. It is greatest across elements such as
weatherstripping that  provide  the  major
resistance to air leakage. so that it is import-
ant to protect these clements from wetting by
wind driven rain. With double windows this
is accomplished  conveniently by  providing
essentially all the resistance to air leakage at
the mmner sash. The possibility of rain pene-
tration past the outer sash is minimized since
there is no air pressure difference across it.

It has become common practice in Canada
and the U.S.A. to express window air leakage
rate. Q. as air flow per foot of window crack
length  Crack length is determined by sum-
ming the individual crack lengths that occur
wherever  the  operating  sash  contacts  the
frame or another sash and is based on the
dimensions of the clear opening in the trame.
It s usual to assume that the total air leakage
for any size of window can be calculated from
values of the air leakage per foot of crack
obtained for a speamen of similar design.
Air leakage per foot of crack, however, usnally
varies more or less with window size, both
becanse different eracks in a windew oceur in
different proportion and because pressures im-
posed by locking hardware vary. For o precise
definition of window air leakage it 1s therefore
necessary to desenibe the window dimensions:
in window specifications a standard  size s

ustualhy specified.

In Europe it is the practice to express air
leakage as a rate per unit area of window.
Here again, it is necessary to specify the size
of window in making comparisons.

Because the factors affecting window tight-
ness are complex, the wir leakage character-
istic of a window must be determined directly
by test. An air pressure difference is imposed
across the window and the resulting flow
measmed. The test apparatus consists of a
pressure chamber, a window mounting panel
forming one wall of the chamber, an air supply
to the chamber and a flow meter. The window
is mounted in the pancel so that air leakage can
only occur around the sash and through *he
frame. Double windows mayv be tested with
the storm unit open to ensure that the inner
unit alone provides the required resistance to
air flow. Window air leakage measurements
are usually made at pressure differences from
0.10 to 0.30 inch water column, correspond-
ing to the stagnation pressure of wind of 135
to 25 mph, since air leakage at higher wind
speeds is not of concern.

A large number of window air leakage tests
have been performed in the United States,
Britain and Europe. The majority of windows
tested were single wood vertical shiders and
casements although a number of types of
aluminum, steel and wood single and double
windows have been tested more recently.
Typical air leakage characteristics of vertical
sliding and casement windows are summa-
rized in Fig. 1. which shows the large vari-
ation in the tightness of non-weatherstripped
windows as compared to that of weather-
stripped windows. The advantage of weather-
stripping in reducing air leakage is evident.

Window Air Leakage Criteria

The large variation in air leakage charac-
teristics of windows clearly demonstrates the
need for air leakage performance criteria. In
establishing performance criteria for Canadian
windows both the benefits of right windows
and the degree of tightness obtainable at
reasonable cost must be considered.

Window air leakage criteria have been
developing in both the United States and
Norwayv, and are of special interest here since
the chimate in parts of these countries is similar
to that in Canada. In Norway the Building
Research Institute has published air leakage
rating curves based on tests on a large number
of windows, mamly wood casement, in a
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standard opening. Translated into air leakage
per foot of sash crack at 0.30 inch water
column. the maximum air leakage rates for
classification as acceptable, rood and excellent
are 0.36 . “m, 0.19 cfm und 0.16 ofm respec-
tively.

In the United States, separate air leakage
criteria have been established for aluminum,
stee] and wood single windows by the respec-
tive manutacturers’ associations. The following
values are the maanmum permissible for the
various window types, in chin per foot of sash
crack at a prossare difference of 0.3 mch water
column:

Alumimum Windows

Vertical shding — standard daty — % ¢fm ft
- heavy duty — 4L ofm ft
Haorizoutal shding
- standard duty - % ofm ft
Casement standard and heavy daty
weatherstoipped — L ofm ft
non-weatherstripped — 1 et ft
steed Windows - all types — 1 cfm ft
Wood Windows - standard duty
weatherstiipped
Horizontudd and varticdd shding — % ofin 1t
Caseme it Lochm ft

A sigmficant stepin Canada has been the
development by the Canadian Government
Speditications Board of - perfonmance speatfi-
cations for JJaminum and saohless wondows, In
these speaheations wr leakage requirements
are comparable to those histed for aloninum
windows i the United States The Canadian
Standuards has pablished
window qpeaifications that are soon expected
to mcorporate ar leakage requurements

Acson tation wouod

Summary

Substantial savings in the heating and cooling
costs of buildings can result from the use of
ticht windows, but in general satisfuctory
tightness  demands  that - windows must  be
weatherstripped. For a given tvpe of window,
increased tightuess usually implies in reased
cost. This must be weighed against the savings
resulting from  decreased operating cost and
the other advantages of tight windows when
establishing  air  leakage  requirements. In
buildings such as houses where there is no
mechanical  ventilition  and air  infiltration
provides the outdoor air required for ventila-
tion and combustion of fucl. use of extremely
ticht windows can reduce ventilation to the
point where odour, humiditv and - farmace
draft problems occur. Other mieans of venti-
lation must then be introduced. This degree of
window tightness is therefore greater than can
be justificd on the hasts of fuel ecconomy alone.

In order to mivimize or  eliminate  the
problem of condensation between panes of
double windows the resistanee to air flow
around the immer gluzing assemblv must be
manv times that around the outer glazing as-
semblv. Tt that with
independentlv operating inner and outer sash
the resistance to e leakage should be pro-

folloaws e windows

vided entitelv by the mner sash. This s con-
sstent with good desten for resistance to rain
penetration as well These implications of air
leakage mnst be considered in the design and
selection of windows o addition to the more
etfects ot

Buddhine aed s occupants

obnvions over-all anfiltration on a
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We have received several inquiries about binders for Canadian Building
Digests and are now canvassing the recipients of Digests to ascertain the

total number required. The cost of a vinsl binder, 10 by 712

inches. with

post-tvpe fastening and a capacity to accommodate 100 Digests would be

approvimately $2.00.

err interested in ordering a hinder to house vour copies of the
‘1ig write to: Fditor. Dividon of Building Research. National Research

B

Loaneil. Ottawa

Canada. PLEASE do not send us any money now: we

shall tet vou know when your order should be placed.
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